
FUL-LUBE™ COMPRESSOR LUBRICATION SYSTEM

HARDWARE AND FEATURES FUL-LUBE™ S FUL-LUBE™ 3 FUL-LUBE™ 
PLUS

Oil  heater Optional Optional Optional

Oil level switch Optional  
Oil pump and motor   
Lubrication visual indication   
Individual line flow sensors X  
PLC control panel with 6x16 character display  X X
PLC control panel with touch screen - 3 inches, monochrome X  X
PLC control panel with touch screen  - 7 inches, color X X 

CONTROL CAPABILITIES FUL-LUBE™ S FUL-LUBE™ 3 FUL-LUBE™ 
PLUS

Oil pump motor (directly powered from panel)   
Oil tank heater (directly powered from panel)   
Radiator Fan motor (auxiliary contacts for customers control) X X 
Water Pump motor (auxiliary contacts for customers controls) X X 
Ful Vane compressor (auxiliary contacts for customers controls) X X 

MONITORING / INTERLOCKING CAPABILITIES FUL-LUBE™ S FUL-LUBE™ 3 FUL-LUBE™ 
PLUS

Oil no-flow switch (per line) X  
Oil low level switch   
Water low flow switch X  
Air discharge pressure (switch) X  
Air discharge pressure (transmitter) X  
Air discharge temperature (switch) X  
Air discharge temperature (transmitter) X  
Inlet filter high differential pressure switch X  
Permanent and re-setable oil, cycles and hour meters X  
Local and remote indications available for discharge 
temperature and pressure X  

General alarm signal available for remote monitoring   
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